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 Ann & Jim Smith

4704 Skyline Drive

Edina, MN 55424

Inspection Date: 5/16/2002

Job Number: 101
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Summary

Exterior

The following opinion is based on an inspection of the visible portion of the exterior of the structure.  If any conditions are listed as requires maintenance or defective, a qualified contractor should correct them.

ACCESS:
This section describes the aspects, which limit the inspection (if any).

Access:
Typical

Rating:
Acceptable

SITE:
The site is inspected only to the degree that it affects the condition of the structure  Examples would be grading, drainage,  intruding vegetation, etc.

Grading:
Level

Condition:
Negative drainage --- Drainage is negative, which means water will flow toward the structure.  In order to correct this condition, it may be necessary to regrade by lowering or raising the immediate grade to divert water away from the building. 


Location: SW corner

Rating:
Defective

Vegetation:
Climbing plants

Condition:
Ivy/vegetation --- Ivy or other vegetation was noted. The vegetation should be removed, as it may cause damage. Note: Areas hidden by vegetation are not inspected.


Location: Chimney top

Rating:
Maintenance Required

Retaining Wall::
Fences

Condition:
Fence --- Fence noted on property and is not part of the inspection.

PAVED AREAS:
This category includes steps and/or stoops, sidewalks, walkways, and/or driveways. 

Sidewalks:
Concrete

Rating:
Acceptable

Steps:
Slate

Rating:
Acceptable

Driveway:
Concrete

Rating:
Acceptable

SIDING/TRIM:
Siding refers to the material forming the exterior walls.   Masonry construction can perform structurally as well as a siding function.

Siding:
Brick


Location: Front lower half


Beveled wood

Condition:
Paint failing --- The paint is failing.  This can be caused by age, poor preparation, excessive thickness or moisture.  When repainting, treat all painted surfaces applied before 1978 as lead based.  Local paint suppliers can offer proper procedures for removal.


Location: West peak

Rating:
Maintenance Required

Summary

Foundation / Structure


FLOOR DRAIN


Floor Drain



Floor Drains



Location: Laundry rm



Condition: Floor drain appears clogged - Debris found in floor drain. Recommend having drained cleaned.



Maintenance Required

Electrical


BRANCH WIRING


Type



Romex



Metalic (BX)



Conduit



Condition: Open junction box - One or more open junction boxes were observed.   All junction boxes should be covered.



Location: Laundry rm



Maintenance Required


INTERIOR COMP


Switches



Condition: Broken switch cover - 



Location: Laundry rm



Maintenance Required


GFI



Condition: No GFCI - There is no GFCI (ground fault circuit interrupter) protection noted on some of the interior outlets.  GFCIs are recommended in kitchens counter top outlets, bathrooms, spas, garages, unfinished basements and crawl spaces.



Location: L.L. bathroom & Kitchen



Defective


Detector



Condition: Smoke detector ok - Smoke detector(s) tested using test button responded positively. Smoke detectors should be checked every month to insure that they are functioning properly. Change batteries every fall & spring.



Location: LL rec. rm



Condition: Smoke detector broken - A smoke detector was broken or inoperable.  Replace immediately.  These are life saving devices and may be required by local codes.



Location: Backhallway & Bedroom hallway



Comments: Recommend installing smoke detector in each bedroom.



Defective

Plumbing

MAIN SUPPLY


Shutoff



At meter



Location: Laundry rm north wall



Condition: Valve deteriorated - The valve is deteriorated to a point that proper operation is not possible and replacement is recommended.



Maintenance Required
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